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TECHNICAL SPECIFICATIONS

Operating temperature -40°C to +120°C
Shielded

Size: DA(25/HD 44)

1-2.Hood:

Material: Zinc, Nickel plated, UL-recognized
Cable Entry: 45°

Maximum OD: 11,7

3.Thumbscrew: UNC 4-40 (Standard), M2,5 or M3 on request

Material: Brass
4.Grommet kit, 5 set
Material: ABS
5.Screw M3x12
Material: Brass
Head: Pozidriv
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REVISION' CHANGES

1 First release

2 |

DATE NAME
2023-11-27 Idriz Musliu
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Note: When ordering use Part No. in the table below
Bill of material
Part No. Part No. Product code [|Productcode (No.)Parts of the C
Single BULK Single BULK product
6560-0166-13  |6561-0166-13  [D45ZK25-NM-K  [D45ZK25-NM (11121131141 [5]
Bill of material
No. | QrY | Part No. Description
1.Hood
1 1] 6805-0106-13 Full metall hood - Lower
2.Hood
2 | 1| 6805-0106-03 [Full metall hood - Upper
3.Thumbscrew
3| 2 | 6826-0141-01 |JSFM Full metall thumbscrew
4. Grommet B
4| 5 | 6522-0121-05 [Black, 5 set
5.Screw
5 1 2 ] 6855-0117-15 [M3x12 POZI DRV
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